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SAMTEC

Samtec TCSD Series IDC Socket,
2mm Pitch, Tiger Eye IDC to Tiger
Eye IDC

HHAN Samtec

THAAUM TCSD-22-01-N

OVERVIEW

fontiia IDC no9 Samtec TCSD Series Wi 2.00 mm pitch léaauuna Tiger Eye™ ilfianaundodoge soesimmwwiniylldaua 3 d

25 wagiaiaon strain relief

TCSD tilulagdu IDC foanuuuiiiomsdondaiisiaisuazdoiola Taald Tiger Eye contacts Bunmngnimydaasnuia 28 AWG
uagyeesuamuadanmymMauludrgungiiining

FEATURES

° Pitch: 2mm

° Connector 1/2: Tiger Eye IDC (Female)

° Terminated: Terminated

° F097UIWIAa18/Strands: 28 AWG

° Series: TCSD

° Current Rating: 2.8 A

° Operating Temperature Range: -40 - +105 °C

° Standards Met: RoHS Compliant

° 59931 pin counts @auA 3 i 25 (Muaresnoludna)

° fA¢Laen strain relief

APPLICATIONS
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TECHNICAL SPECIFICATIONS

anLan UL 319as1890

Connector 1 Tiger Eye IDC
Connector 2 Tiger Eye IDC
Pitch 2mm
Terminated/Unterminated Terminated
Connector 1 Gender Female
Connector 2 Gender Female
American Wire Gauge 28 AWG
Series TCSD

Current Rating 28 A
Operating Temperature Range -40 - +105 °C
Size of Strands 28 AWG
Standards Met RoHS Compliant

Need a quotation or technical support?
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Tel. 02-066-1996
LINE OA @thsolution

LINE OA Website www.thsolution.com
@thsolution
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