TH SOLUTION PRODUCT DATASHEET

) ) CPC1020N
Industrial Automation Products & Solutions

IXYS

IXYS Solid State Relay, 1.2 A dc
Load, Surface Mount

HHAR IXYS

THAdUM CPC1020N

TECHNICAL SPECIFICATIONS

anaN e 319as1990

Maximum Load Current 1.2 Adc

Mounting Type Surface Mount
Switching Type DC

Number of Poles 1

Contact Configuration SPST

Terminal Type PCB Pin

Output Device MOSFET

Relay Type OptoMOS

Package Style SOpP

Maximum Turn On Time 3ms

Dimensions 4.089 x 3.81 x 2.1203mm
Special Features Arc-Free With No Snubbing Circuits, High Reliability, Immune to Radiate FM

Interface, No EMI/RFI Generation, Wave Solderable

Standards Met CSA, EN/IEC 60950-1, Certificate B 13 12 82667 003, UL File E76270

Minimum Operating Temperature -40°C

Length 4.1mm

Off State Leakage Current 1A

Operating Temperature Range -40 - +85°C

Height 2.1lmm
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Depth 3.8mm
Capacitance 33pF

Maximum Operating Temperature +85°C

Need a quotation or technical support?
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Tel. 02-066-1996
LINE OA @thsolution

LINE OA Website www.thsolution.com
@thsolution
doyalwenanyiimniwiiosneds ilsaamaaoudoyamdannguaaniatiulsa TH Solution neuwmaydafouasldnm
TH Solution Co., Ltd. deyaluenasidamiwilodadaninii Page2/2
Industrial Automation Products & Solutions Tﬂiﬂﬂﬂ’o\aauﬁagamqauut%ﬂmﬁ

https://thsolution.com/ixys-cpc1020n


http://www.tcpdf.org

