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RS PRO

RS PRO Switched Mode DIN Rail
Power Supply, 187 — 550 V ac /250
— 725V dc ac, dc Input, 23 — 28V
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OVERVIEW
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FEATURES

° Series: Compact

° Type: Switched Mode

° Electrical Phase: 3

° AC or DC Input Voltage: ac, dc

° Input Voltage: 187 - 550 V ac /250 - 725 V dc

° AC or DC Output Voltage: dc

° Output Voltage: 23 - 28 V dc

° Output Current: 20 A

° Power Rating: 480 W

° Number of Outputs: 1
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° Efficiency: 92%

° Ripple And Noise: <100 mV pp
° MTBEF: 500000 h

° Mounting Type: DIN Rail Mount
° Dimensions: 73 x 140 x 150 mm
° Depth: 125 mm

° Height: 140 mm

° Width: 73 mm

° Minimum Temperature: -40°C

° Maximum Temperature: +70°C

° Load Regulation: 47 - 63 Hz

APPLICATIONS
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TECHNICAL SPECIFICATIONS
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Series Compact

Type Switched Mode

Electrical Phase 3

AC or DC Input Voltage ac, de

Number of Outputs 1

Input Voltage 187 - 550 V ac / 250 - 725V dc

AC or DC Output Voltage de

Output Voltage 23-28Vdc

Output Current 20A

Power Rating 480W

Dimensions 73 x 140 x 150mm

Depth 125mm
TH Solution Co., Ltd. doyaluenaisisaminiioaradaniu Page2/3
Industrial Automation Products & Solutions Tﬂiﬂm’a’v\aauﬁagaﬁmﬂum’“)ﬂmﬁ

https://thsolution.com/rs-pro-192-7584



Height 140mm

Width 73mm

Ripple And Noise <100 mV pp
Minimum Temperature -40°C

Mounting Type DIN Rail Mount
Load Regulation 47 - 63 Hz
Efficiency 92%

MTBF 500000h
Maximum Temperature +70°C

Need a quotation or technical support?
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Tel. 02-066-1996
LINE OA @thsolution

LINE OA Website www.thsolution.com
@thsolution
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