
    TH SOLUTION  
    Industrial Automation Products & Solutions  

    PRODUCT DATASHEET 
    CJP2B6-15D 

    SMC  

    SMC Pneumatic Compact
Cylinder - CJP2B6-15D 6 mm Bore,
15 mm CJP2 Series, Double Acting
Acting  
    ผู้ผลิต   SMC

  รหัสสินค้า   CJP2B6-15D

  TECHNICAL SPECIFICATIONS
  คุณลักษณะ   รายละเอียด

  Product Type   Pneumatic Compact Cylinder

  Series   CJP2

  Model Number   CJP2B6-15D

  Action Type   Double Acting

  Bore Diameter   6mm

  Mount Type   Basic

  Cushioning Type   Rubber Bumper

  Body Material   Aluminium Alloy

  Stroke Length   15mm

  Maximum Operating Pressure   0.7 Mpa

  Piston Rod Thread Size   M3 x 0.5

  Piston Rod Thread Standard   Metric

  Maximum Piston Speed   500mm/s

  Minimum Operating Temperature   -10°C

  Rod Type   Single

  Maximum Operating Temperature   70°C
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  Standards/Approvals   JIS Symbol, RoHS

    LINE OA 
    @thsolution 

    Need a quotation or technical support?  

    ติดต่อทีมงาน TH Solution สำหรับข้อมูลสินค้า ราคา สต๊อกสินค้า และการเลือกใช้งาน

  Tel. 02-066-1996
  LINE OA @thsolution
  Website www.thsolution.com  

  ข้อมูลในเอกสารนี้จัดทำขึ้นเพื่ออ้างอิง โปรดตรวจสอบข้อมูลล่าสุดจากผู้ผลิตหรือเว็บไซต์ TH Solution ก่อนการสั่งซื้อและใช้งาน
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