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    SICK  

    Sick Through Beam Photoelectric
Sensor, Block Sensor, 20 m Detection
Range  
    ผู้ผลิต   Sick

  รหัสสินค้า   WSE12-3V1111S01

  TECHNICAL SPECIFICATIONS
  คุณลักษณะ   รายละเอียด

  Sensor Style   Block

  Detection Type   Through Beam

  Detection Range   20 m

  Output Type   PNP

  Switching Mode   Dark Switching

  Electrical Connection   Cable

  Maximum DC Voltage   30V

  Terminal Type   Cable 2 Meter

  Light Source   LED

  IP Rating   IP66, IP67, IP69K

  Maximum Current   100 mA

  Response Time   330 Î¼s

  Minimum Operating Temperature   -40°C

  Mounting Type   Threaded

  Maximum Operating Temperature   +60°C

  Series   W12-3
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  Housing Material   Metal

  Standards Met   CE, cULus, ECOLAB
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    Need a quotation or technical support?  

    ติดต่อทีมงาน TH Solution สำหรับข้อมูลสินค้า ราคา สต๊อกสินค้า และการเลือกใช้งาน

  Tel. 02-066-1996
  LINE OA @thsolution
  Website www.thsolution.com  

  ข้อมูลในเอกสารนี้จัดทำขึ้นเพื่ออ้างอิง โปรดตรวจสอบข้อมูลล่าสุดจากผู้ผลิตหรือเว็บไซต์ TH Solution ก่อนการสั่งซื้อและใช้งาน
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