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Industrial Automation Products & Solutions

Omron Inductive Barrel Proximity Sensor,
M12, 5§ mm Detection, PNP NC, 10 —» 30 V dc

l}jm‘i@l : Omron

sudanal : E2B-M12KN05-M1-B2

Specifications

IRIGHIHE eAUGHGHE
Thread Size M12
Sensor Technology Inductive
Body Style Barrel
Detection Range S mm
Output Function NC
Digital Switching Output Type PNP
Connection Type Mi12
Supply Voltage 10-30V dc
IP Rating P67
Length S1mm
Mounting Type Flush
Maximum DC Voltage 30V
Minimum Operating Temperature -25°C
Switching Frequency 800 Hz
Series E2B
Switching Current 200 mA
Maximum Switching Frequency 800Hz
Shielding Shielded
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Depth

10.5mm

Maximum Operating Temperature

+70°C

Need a quotation or technical support?
fadaiinau THSolution dmsutiayadual 1191 anendum

Tel. : 02-066-1996
LINE OA : @thsolution

LINE OA Website : www.thsolution.com

@thsolution

TH Solution Co., Ltd.
Industrial Automation Products & Solutions

doyaluenaisisaminiioaradaniu
Tisaamadoudeyamgauntiulaa

https://thsolution.com/omron-e2b-m12kn05-m1-b2

Page2/2



http://www.tcpdf.org

